
1

®

1/15/2008

VISIT THE LIFETIME WEB SITE:

WWW.LIFETIME.COM

Shed Pegboard Strip Kit with Hardware

MODEL #0113
ASSEMBLY INSTRUCTIONS

Save this instruction in the event that the manufacturer has to be contacted for replacement parts.

For Assistance, including missing or broken parts,
Call Customer Service at: 

1 (800) 225-3865

** Do Not Contact the Store **

INSTRUCTION #1034164
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BEFORE BEGINNING ASSEMBLY
Identify and inventory all parts using the checklist boxes on the Parts List. Keep the 
hardware bags and their contents separate. If any parts are missing, call our Customer 
Service Department at 1-800-225-3865.

PARTS LIST
AA 1009266 16” Pegboard Strip  2
Pegboard Hardware Bag [1011398]
PA BS05800 #10 x 3/4” Pan-Head Screw      11
Tool Clip Assortment [1029336]*
GA 1025617 Pegboard J-Hook 3
GB 1025616 Pegboard L-Hook 3
GC 1016656 Pegboard Toolholder  2
GD 1016659 Pegboard 2” Double-Arm Hook 1
GE 1025618 Pegboard 4’ Double-Arm Hook 1

PB
AA

PB (10)

* Hang the Tool Hooks on the Pegboard Strips after 
installation.

(Not actual size)

Hardware Bags:
1011398

Be sure the nub in the Roof Panel 

Pegboard Strip Installation1
1.1:  Use a Level, and position the 16” Pegboard Strips (AX) in the desired 
locations. Screw the Pegboards #10 x 3/4” Screws 
(PB). See Note.

PB (10)

PB

The Pegboard Strips are 
screwed directly into the 
plastic. Line up Pegboard Strip

anywhere on wall so that holes are 
over plastic (not over a groove in the 
wall).

Be sure the Pegboard Strip is level 
before inserting screws.

1.2:  Insert the J-Hook (GA), L-Hook (GB), Toolholder (GC), Double-Arm-Hook (GD), and Double-Arm-Hook
(GE) into the holes in the Pegboard Strip.
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2.1:  If you plan on hanging the Pegboard Strip from Sheetrock or Wood Paneling, we suggest using a level to 
position a 1”x4”x17” Board across two studs as shown and screwing the Board to the Studs using four (4) 2”
Grabber Screws (two for each stud) you can purchase at your local hardware store. 

Note:  If you wish to hang the two Pegboard Strips next to one another, use a 1”x4”x37” Board and screw the 
Board across three Studs using six (6) 2” Grabber Screws (two for each stud).

Attaching Pegboard Strip to Sheet Rock or Wood Paneling2

2.2:  Screw the Pegboard Strip to the 1”x4”x17” Board #10 x 3/4” Screws (PB).

Studs

Grabber Screws

PB

2.3:  Insert the J-Hook (GA), L-Hook (GB), Toolholder (GC), Double-Arm-Hook (GD), and Double-Arm-Hook
(GE) into the holes in the Pegboard Strip.




