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5. 16 FINAL STEPS

HARDWARE REQUIRED HARDWARE BAG REQUIRED: BTM

Hardware shown at actual size

ADZ (x4)
1/4" x 5/8” Pan-Head Screws

TOOLS REQUIRED

Al \)J AN
Phillips Screwdriver Hammer Drill 3/16” Masonry Bit Safety Glasses
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TOOLS AND HARDWARE REQUIRED FOR THIS PAGE %

ADZ (x4) %

T

Doors.

Loosen the Screws in hoth
Hinges hefore adjusting

Loosen these Carriage Bolts
hefore adjusting Doors.

DOOR SPACING ADJUSTMENT

You may need to move the tops and/or bottoms of the Doors to eliminate uneven gaps between the Doors.
Loosen the Carriage Bolts at the four corners of the Door Frame. Loosen all screws in the left and right Door
Hinges by a half a turn. Move Doors until gaps are even. Re-tighten all hardware. After all hardware has been
retightened, secure the hinges to the Floor using four (4) 1/4” x 5/8” Pan-Head Screws (ADZ).
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ANCHORING THE SHED

If you plan on anchoring your shed to your platform, ensure your shed is in the position you would like it to

be on your Platform. While another person holds the Shed in place, use a 3/16” masonry bit (for concrete
platforms) or a 3/16” drill bit (for wooden platforms) to drill through the hole in each L-Bracket at the bottom of
each Wall Support Channel and into the platform beneath (2” deep). The anchoring hardware used depends
on your platform. If you have a concrete platform, we recommend using 1/4” x 2” Cement Screws, e.g.,
Tapcon Anchors. If you have a wood-framed platform, we recommend using 1/4” x 1" Lag Bolts. Do not exceed
a 3/8” diameter bolt. Use a hammer drill to insert the cement screws or a regular drill to insert the Lag Bolts.
Refer to your local hardware store for this hardware.

Insert Anchoring Hardware through the
Floor Brackets attached to the hottom
of each Wall Support and the Hinges.
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CLEANING & CARE

Congratulations on your Lifetime® product purchase. By following the instructions below, your new Lifetime product should
provide you with years of service and enjoyment.

Cleaning and Care
The polyethylene panels are stain- and solvent-resistant. Most stains can be removed, using a mild soap and a soft-bristled
brush. Abrasive cleaning materials may scratch the plastic and are not recommended. Repair scratches or rust spots on
the metal by sanding the affected area lightly; using a rust preventative spray primer; and finally, spraying with a high-gloss
spray enamel paint. Avoid placing a direct heat source on or near surfaces unless using a heat barrier.
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LIFETIME OUTDOOR SHED EQUIPMENT

10-YEAR LIMITED FACTORY WARRANTY
THE MANUFACTURER RESERVES THE RIGHT TO MAKE SUBSTITUTIONS TO WARRANTY CLAIMS IF PARTS ARE UNAVAILABLE OR OBSOLETE.

1. Lifetime outdoor sheds are warranted to the original purchaser to be free from defects in material or workmanship
for a period of ten years from the date of original retail purchase. The word “defects” is defined as imperfections that
impair the use of the product. Defects resulting from misuse, abuse or negligence will void this warranty. This warranty
does not cover defects due to improper installation, alteration or accident. This warranty does not cover damage caused
by vandalism, rusting, “acts of nature” or any other event beyond the control of the manufacturer.

2. This warranty is nontransferable and is expressly limited to the repair or replacement of defective product. If the
product is defective within the terms of this warranty, Lifetime Products, Inc. will repair or replace defective parts at
no cost to the purchaser. Shipping charges to and from the factory or distribution center are not covered and are the
responsibility of the purchaser. Labor charges and related expenses for removal, installation or replacement of the
shed or its components are not covered under this warranty.

3. This warranty does not cover scratching or scuffing of the product that may result from normal usage. In addition,
defects resulting from intentional damage, negligence, unreasonable use or hanging from the truss will void this
warranty.

4. Liability for incidental or consequential damages is excluded to the extent permitted by law. While every attempt is
made to embody the highest degree of safety in all equipment, freedom from injury cannot be guaranteed. The user
assumes all risk of injury resulting from the use of this product. All merchandise is sold on this condition, and no
representative of the company may waive or change this policy.

5. This product is not intended for institutional or commercial use; Lifetime Products, Inc. does not assume any liability for
such use. Institutional or commercial use will void the warranty.

6. This warranty is expressly in lieu of all other warranties, expressed or implied, including warranties of merchantability
or fitness for use to extent permitted by Federal and state law. Neither Lifetime Products, Inc., nor any representative
assumes any other liability in connection with this product. This warranty gives you specific legal rights, and you may
also have other rights which vary from state to state.

PLEASE INCLUDE YOUR DATED SALES RECEIPT AND PHOTOGRAPHS OF DAMAGED PARTS.

REPORT PRODUCT DEFECTS IN WRITING TO:
Lifetime Products, Inc., PO Box 160010 Clearfield, UT 84016-0010
or call 1-800-225-3865 M-F 7 a.m. to 5 p.m. MST.

REGISTER YOUR PRODUCT FOR QUICKER CUSTOMER SERVICE.
Visit www.lifetime.com or call 1-800-225-3865 to register your product today.

FOR INTERNATIONAL WARRANTY CLAIMS:

All warranty claims must be accompanied by a sales receipt. Report all warranty claims in writing to your regional sales
support representative. Please include your dated sales receipt and photographs of damaged parts.

To Identify the representative for your region — Please visit: www.lifetime.com/international

s LIFETIME ’

www.lifetime.com
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ENHANCE YOUR LIFETIME® PURCHASE BY ADDING ACCESSORIES OR OTHER GREAT PRODUCTS

To purchase accessories or other Lifetime Products, visit us at:

www.lifetime.com
Or call: 1-800-424-3865
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